
High-performance hotplates

Product Sheet

High-performance hotplates
With thermostatic temperature control. CERAN® glass ceramic material is highly resistant to
breakage and changes in temperature, free from distortion, permeable to infrared light and highly
acid-resistant. Bench-top instrument with built-in controller. SR model - with separate controller
for wall mounting.



Code Description Packaging

LLG09645711 High-performance hotplates, Type 11 A, dim. (W x D x H) 290 x 410 x
100 mm, Hotplate 280 x 280 mm

1 pz.

LLG09645722 High-performance hotplates, Type 22 SR, dim. (W x D x H) 290 x 440
x 100 mm, Hotplate 280 x 430 mm

1 pz.

LLG09645712 High-performance hotplates, Type 22 A, dim. (W x D x H) 290 x 560 x
100 mm, Hotplate 280 x 430 mm

1 pz.

LLG09645721 High-performance hotplates, Type 11 SR, dim. (W x D x H) 290 x 290
x 100 mm, Hotplate 280 x 280 mm

1 pz.

LLG09645724 High-performance hotplates, Type 33 SR, dim. (W x D x H) 440 x 440
x 100 mm, Hotplate 430 x 430 mm

1 pz.

LLG09645714 High-performance hotplates, Type 33 A, dim. (W x D x H) 440 x 560 x
100 mm, Hotplate 430 x 430 mm

1 pz.

LLG09645725 High-performance hotplates, Type 44 SR, dim. (W x D x H) 590 x 440
x 100 mm, Hotplate 580 x 430 mm

1 pz.

LLG09645715 High-performance hotplates, Type 44 A, dim. (W x D x H) 590 x 560 x
100 mm, Hotplate 580 x 430 mm

1 pz.
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