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Product Sheet

Standards for Flame photometers
Suitable for calibration, control, IQ / OQ and method validation. Compatible with
all Flame Photometry Instruments. Available as single element analytical
standards (in ppm) or Multi-element clinical standards (in mmol/l). NIST
traceable. HDPE bottles of 500 ml.



Code Description Packaging

LLG04012220 Standards for Flame photometers, Type Lithium 1 pz.

LLG04012215 Standards for Flame photometers, Type Sodium / Potassium 1 pz.

LLG04012213 Standards for Flame photometers, Type Barium 1 pz.

LLG04012214 Standards for Flame photometers, Type Lithium 1 pz.

LLG06210153 Standards for Flame photometers, Type Calcium 1 pz.

LLG04012216 Standards for Flame photometers, Type Sodium / Potassium 1 pz.

LLG04012217 Standards for Flame photometers, Type Sodium / Potassium 1 pz.

LLG04012218 Standards for Flame photometers, Type Sodium / Potassium 1 pz.

LLG04012219 Standards for Flame photometers, Type Sodium / Potassium 1 pz.

LLG06210154 Standards for Flame photometers, Type Barium 1 pz.

LLG06286180 Standards for Flame photometers, Type Rinse solution 1 pz.

LLG06210151 Standards for Flame photometers, Type Potassium 1 pz.

LLG06210152 Standards for Flame photometers, Type Sodium 1 pz.
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