
behrotest waste water mixers

Product Sheet

behrotest® waste water mixers
behrotest ® homogenisers. With transportable sample vessels. Homogenisers
for pre-treatment, splitting and homogenization of heterogeneous water samples
in accordance with the quality assurance and quality control standards for
wastewater examinations. The vessels of the homogenizers are protected
against damage in the yolk type frame and can be carried easily by the two
handles. They can be filled at the sampling location by a flattened inlet
connection. Capacities from 2 to 25 l permit extraction and collection of multiple
samples. Exact measurement of the sample quantities due to graduation.
Subsequently, the transport rack is just placed on the magnetic stirrer in the
laboratory or in the sampling vehicle and the homogeniser is immediately ready
for use. The speed of the magnetic stirrer can be adjusted by a controller. The
user can thus comply with the specified cone height in all cases. Oxygen is thus
prevented from entering the samples. Dosed extraction of the homogenised
sample via PTFE spindle stopcock. 12V, with adapter for mains connection.



Code Description Packaging

LLG09920639 behrotest® waste water mixers, Type QMR 2, 2000 ml 1 pz.

LLG09920640 behrotest® waste water mixers, Type QMR 5, 5000 ml 1 pz.

LLG09920642 behrotest® waste water mixers, Type QMR 15, 15000 ml 1 pz.
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