
Precision ground thermometer, enclosed-scale type

Product Sheet

Precision ground thermometer, enclosed-scale type
Acc. to DIN 12784, with standard ground joint. Enclosed-scale type, capillary:
transparent prismatic, diam. top: 11 mm (±0.5 mm), suitable for calibration.



Code Description Packaging

LLG09236601 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236605 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236602 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236606 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236610 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236603 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236607 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236611 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236608 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236613 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236614 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236604 Precision ground thermometer, enclosed-scale type 1 pz.

LLG09236612 Precision ground thermometer, enclosed-scale type 1 pz.
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